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Variant Max. Weight (g) Mating Unmating Forces
Shell Finish | Saell Forees
Size
FR112 to FR116
FR112A to FRI16A o N N .
Nickel Gold FR123 and FRI23A FR136 | FRI36A | FRI139 N.Max. | N.Max. | N. Min.
0 @ @ @
01 02 9 22 7.4 7.4 4.6 20 20 1.3
01 02 15 3 7.8 N/A 5 33 33 2
01 02 21 3.8 8.5 N/A 54 47 47 2.9
01 02 25 43 10.2 N/A 6.5 55 55 3.5
01 02 31 5.1 12.2 N/A 7.7 69 69 43
01 02 37 5.9 14.4 N/A 9.2 82 82 5.1
01 02 51 7.2 16.5 N/A N/A 113 113 7.1
FIGURE 2.5 — INSULATED WIRES
ESCC 3901/002 ESCC 3901/013
Wire Size (AWG)
26 28 26 28
Conductor Maximum Diameter (mm) 0.53 0.43 0.5 0.42
Characteristics Nominal Cross-section (mm-) 0.15 0.1 0.14 0.1
Maximum Diameter (mm) 0.78 0.68 0.89 0.82
Wire Maximum Weight (g/m) 1.93 1.23 2.3 1.8
Characteristics Colour Black Brown Natural Natural
Minimum Length See Para 4.5.3.3
4.5.3.3 Termination Type

Codes defining the termination type and details according to Figures 2.1, 2.2, 2.4 and 2.5 are as follows:

CODE TYPE MIN. LENGTH (mm)
FRI12 AWG26 Wire 390101302B 508
FRI12A AWG26 Wire 390100256B 508
FRI13 AWG26 Wire 390101302B 914
FRI13A AWG26 Wire 390100256B 914
FR123 AWG26 Wire 390101302B 4000
FR123A AWG26 Wire 390100256B 4000
FR114 AWG28 Wire 390101301B 508
FR114A AWG28 Wire 390100261B 508
FRI15 AWG28 Wire 390101301B 914
FRII5A AWG28 Wire 390100261B 914
FR116 Uninsulated Wire 254
Fl;{Rll’J‘;i 90° Mounting on PCB -
FR139 Straight Mounting on PCB -





