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1 GENERAL

1.1 SCOPE

This specification details the ratings, physical and electrical characteristics, test and inspection data for Connectors, Electrical, Single-in-Line, Microminiature, based on Type MTB 1, with non-removable crimp-type contacts and their associated insulated wires and uninsulated solid
wires.

It shall be read in conjunction with:
	
(a) 	ESCC Generic Specification No. 3401, Connectors, Electrical, Non-Filtered, Circular and Rectangular,
the requirements of which are supplemented herein.

1.2 	COMPONENT TYPE VARIANTS / RANGE OF COMPONENTS
The single-in-line connectors specified herein are scheduled in Table 1(a). Alignment is effected by 2 guide posts; the posts are located at either end of the receptacle.

[bookmark: _GoBack]1.2.1 	Insert Sizes for Variant 01
These range from 5 to (81)  50. Since 4 cavities are used (2 guide posts and 2 epoxy-filled cavities at either end) the number of available contact positions ranges from 1 to  (77)  46.

1.2.2 	Insert sizes for Variant 02
These range from 6 to (81)  50. Since 5 cavities are used (2 guide posts and 2 epoxy-filled cavities at either end plus 1 cavity for latching) the number of available contact positions ranges from 1 to (76)  45.

Polarisation may be achieved by means of additional guide posts (according to Customer
requirements). The different sizes of associated insulated wires and uninsulated solid wires are given in Figure 2. For bodies with more than 41 cavities, additional back-potting is necessary.

1.3 	MAXIMUM RATINGS
The maximum ratings, which shall not be exceeded at any time during use or storage, applicable to the connectors specified herein, are as scheduled in Table 1(b).

1.4 	PARAMETER DERATING INFORMATION
The applicable derating information for the connectors specified herein is shown in Figure 1(a).

1.5 	PHYSICAL DIMENSIONS
The physical dimensions of the connectors, insulated wires and uninsulated solid wires specified herein are shown in Figure 2.
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