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2 	APPLICABLE DOCUMENTS
The following documents form part of this specification and shall be read in conjunction with it:

(a)	ESCC Generic Specification No. 3401 for Connectors, Electrical, Non- Filtered,  Circular and  Rectangular.
(b)	ESCC Detail Specification No. 3901/013, PTFE Insulated Wires and Cables, 600V, -100 to +200°C.
(c)	QQ-W-343, Wires, Electrical, Uninsulated.
(d) 	(MIL-G-45204, Gold-plating, Electro-deposited.) MIL-DTL-45204, Gold Plating, Electro-deposited.
(e)	(MIL-C-14550, Copper-plating, Electro-deposited.) SAE-AMS 2418, Copper Plating.
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TABLE 1(a) - TYPE VARIANTS

Variant Latching Option
o1 Without latching
02 With latching

TABLE 1(b) MAXIMUM WEIGHTS

Description Weight
(@)
Contact Male 0.02
Female | 0.02
Body (per contact Plug 0.21
cavity) Receptacle | 0.006
Guide Post, E 0035
Stainless Steel
(2 per connector)
Wire Figures 22 and 2.3

TABLE 1(c) - MATING AND UNMATING FORCES

Description Mating Unmating
Min | Max Min | Max
Per contact - 22N | 014N | 22N

TABLE 1(d) - MAXIMUM RATINGS

Characteristics Symbol | Maximum Rating | Unit
[Working Voltage (Sea Ux 150 Vrms.
Level)

Rated Current s 25 A
(AWG26 and Uninsulated

Solid Wire)

[Rated Current (AWG28) s 15 A
|Operating Temperature Top 5510 +125 °C
IRange

[Storage Temperature Te 5510 +125 °C
IRange





