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[bookmark: _Toc359830364]chart f4 – qualification and periodic tests
	
	
	

	Environmental / Mechanical Subgroups
24 Months Period
	
	Endurance Subgroups
24 Months Period

	
	
	
	
	
	
	
	
	

	12 Components
(1), (2)
	
	12 Components
(1), (2)
	
	12 Components
(1), (2)
	
	20 Components
(1), (2)
	
	20 Components
(1), (2), (3)

	
	
	
	
	
	
	
	
	

	Shock (Specified Pulse)
Para. 8.7
	
	Thermal Shock
Para. 8.2
	
	Dissipation Constant
Para. 8.12
	
	Short Time Load (4)
Para. 8.16
	
	Short Time load Para. 8.16

	
	
	
	
	
	
	
	
	

	Vibration
Para. 8.8
	
	Resistance to Soldering Heat
Para. 8.10
	
	Thermal Time Constant
Para. 8.13
	
	Low Temperature Storage (4)
Para. 8.17
	
	Low Temperature Storage
Para. 8.17

	
	
	
	
	
	
	
	
	

	Dielectric Withstanding Voltages
Para. 8.9
	
	Moisture Resistance
Para. 8.11
	
	Solderability
Para. 8.14
	
	Operating Life
2000 hours
Para. 8.18
	
	High Temperature Storage
Para. 8.20

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	Terminal Strength
Para. 8.15
	
	Permanence of Marking
Para. 8.19
	
	

	
	
	
	
	
	
	
	
	

	External Visual Inspection
Para. 8.5
	
	External Visual Inspection
Para. 8.5
	
	External Visual Inspection
Para. 8.5
	
	External Visual Inspection
Para. 8.5
	
	External Visual Inspection
Para. 8.5


notes:
For distribution within the subgroups, see Para. 7.1.2 for qualification and qualification maintenance, and Para. 7.4 for Lot Validation Testing.
No failures are permitted.
[bookmark: _GoBack]This Subgroup of tests shall be performed only if the Maximum Storage Temperature of the components, as specified in Maximum Ratings in the Detail Specification, is higher than the Maximum Operating Temperature, also as specified in Maximum Ratings in the Detail Specification.
This test shall be performed only if the Maximum Storage Temperature of the components, as specified in Maximum Ratings in the Detail Specification, is equal to the Maximum Operating Temperature, also as specified in Maximum Ratings in the Detail Specification.
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