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1.7 Physical Dimensions and Terminal Idenification

10

PRA100 Dimension A: Max becomes 1.9mm because of hot dipped tinning variability
               Dimension D: modification to be consistent with the nominal blade dimension (0.3mm)

PRA135 Dimension D: modification to be consistent with the nominal blade dimension (0.3mm)

PRA182: Dimensions C and D: These dimensions are dependent on two dicing process steps (two different blades
dimensions 0.3mm and 0.5mm). See picture attached.

Variant Number : 01 to 07, 22 to 28      Style: PRA100
Dimensions (mm): A 1.5 / 1.8   B 0.17 / 0.51   C 0.5 / 0.8    D 0.2 / 0.3    G 0.38 / 0.58          F 0.95 / 1.05 E Note 1
Variant Number: 08 to 14, 29 to 35       Style: PRA135
Dimensions (mm): A 1.75 / 2.05   B 0.17 / 0.51   C 0.9 / 1.2    D 0.2 / 0.3   G 0.38 / 0.58
F 1.3 / 1.4   E Note 1
Variant Number : 15 to 21, 36 to 42      Style : PRA182
Dimensions (mm):  A 2.9 / 3.2    B 0.17 / 0.51    C 1.15 / 1.45    D 0.2 / 0.3    G 0.38 / 0.58
F 1.77 / 1.87    E Note 1

Variant Number : 01 to 07, 22 to 28      Style : PRA100
Dimensions (mm): A 1.5 / 1.9    D 0.25 / 0.35
Variant Number: 08 to 14, 29 to 35     Style : PRA135
Dimensions (mm) : D 0.25 / 0.35
Variant Number : 15 to 21, 36 to 42      Style : PRA182
Dimensions (mm) : C 1.15 / 1.65    D 0.25 / 0.55
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